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Illinois Department Lo 3
of Transportation ROCK CORE LOG
Dk g
‘Kot Disrict 8
ROUTE TFAP 302 (IL 338) DESCRIPTION IL 336 Retaining Wall at the Lamoins River LOGGED BY
SECTION U5 LOCATION SW _14,8EC. 15, TWP.5 N,ENG.5 W,4 PM
COUNTY Hancock CORING METHOD Christensen NXB Wireline wWater : :
c T R
STRUCT. NO. 034-B014 CORING BARBEL TYFE & NXB Dl ¢ o I E
Station 129643 . E|lo| Vv N N
Core Diameter 0 5 P|R| E E ¢
BORING NO. 5 Top of Rock Elev. __ b0k & | B ® T
Station 129 +00 Begin Care Eev. — s f H p i
Oft G0R B
Ground Surface Elev. 5403 [ @ ® (tsh)
Beownish Grey V. Broken Crystalline LIMESTONE 53580 1 9%
Grey Woll ndursid Ceysialio LIVESTONE wBrown Woathored SHALE Soam o 2 381

58 -6

53350

Greyish Tan V. Woathored Clagoy SHALE winterbodded Argillacovus LIMESTONE
Seams

Grey Well Indurated Fossileferous LIMESTONE

Tan V. Poorly Indursted V. Frachured Argillacsous LIMESTONE
Tannish Grey Poar To Moderately Indurated Argillaceous LIMESTONE (Broken

1"-2" Pieces)
29.10
Grey Woll Indurated Fosstferous LIMESTONE wArgllaceous LIMESTONE and
Clayey SHALE Seams
3
1
5
Color pictures o the oores o

_ OnBequest
Cores wil be stored for ezamination until 6 Years after Consirnction
The "Birength” column reresents the uiaxial compresive sirength of the core sample (ASTM D-2998)
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FAP_ 02 (IL_336) DESCRIPTION
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Hantock

084-RO14
1295425

58
1295400
50R Bt

5408 |3
Grey Well Indurated Fossiliferous LIMESTONE w/Argillaceous LIMESTONE and
(oomtinued)

ROCK CORE LOG

IL 336 Rataining Wall at the Lamoine River

SW_14,SEC. 16, TWP. & N,BNG.5 W, 4 PM

Christensen NXB Wireline w'Water

CORING BARREL TYPE & SIZE
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FED. RDAD DIST.NO. 7 ILLINDIS' FED. AID PROJECT-

Contract No: 72682

F.A.P. TOTAL SHEET
RTE. SECTION COUNTY SHEETS NO.
315 34-5(5B) HANCOCK 612 362 18 SHEETS

SHEET NO. 14

Tllinois Department P 3o 3
of Transportation ROCK CORE LOG
it Date 10504
BOUTE FAP 302 (L. 336  DESCRIPTION L 38 Rotaining Wallathe Lamoine Biver LOGGED BY 3. Topgen
SECTION s LOCATION ~ __8W_ 14,56, 16, TWE.5 N, ENG.5 W,4 FM
COUNTY Henoock CORING METHOD Christerven NXB Wirsline wWater : N CORE i
c . T R
STRUCT. NO. o4Bole CORING BAREEL TYPE & NGB plclolalr E
; 195495
Stabon BB n Elo| Vv | .| M| ¥
& P|R|E|D| E [
BORING NO. 58 7 & T E R . T
Btation 1295+00 o " Y "
Ottt 508 B
Ground Surface Hlev. Ma__h ® | # | @ | @ oo | e
Grey Vel Inuruid Foseliferous LMESTONE, w Argilacoous LIMESTONE e -
Clapey SHALE, Seuma (oontinued)
_ 18
49240

HOCE CORE L 39 SECTION 508) TRMPLTONT LA0S

On Bequest
Cores will be stored for examination il
The "Strength” coltmn repeesents the uniaxial compressive strength of the core semple (ABTM

HOCK ORE I 380 SECTION KOFY DSTEMPLIONT 10

Color pictures ofthe oores On Beuest

Cores will be stored for examination until

The "Strengih” column represents the unisxial compressive strength of the core semple (ASTM

D-2038)
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ILLINOIS DEPARTMENT OF TRANSPORTATION

SHEET TITLE

STRHETRprRek/BER-851-6884

PROJECT [PROJECT NO.
FAP ROUTE 315 (IL 336/US 136) 02076-R
SECTION 34-5(5B) 9450
HANCOCK COUNTY > 12/22/05
STA. 1293+50.00(R) TO STA. 1297+00.00(R) ™™ * 1
STRUCTURE NUMBER 034-2521 T  CB

COOMBE-BLOXDORF P.C.

[DRAWING NO.

Engineers /Land Surveyors 1@
Springfield, Illinois
Design Firm License No. 184-002703

OF 18 SHTS




